
InkTra®

Alle Angaben sind nur Richtwerte, für die keine Garantie übernommen werden kann. Andruck- und Waschtests sind unerläßlich! Juli 2025

Kurze Lieferzeit.
Ab 10 Stück lieferbar.

Für alle gängigen Textilien | Mit und ohne Subli-Blocker

Wichtig: Bitte vergewissere dich vor dem Aufbringen der Transferdrucke, dass diese der bestellten Farbe, Größe, Schreibweise und 
	 Ausführung entsprechen. Wir erstatten keine veredelten Textilien.

Allgemeine Hinweise: 

 Presse dein Textil 3 − 5 Sekunden vor, um die textileigene Feuchtigkeit & Falten aus dem Stoff zu entfernen.
 Nehme die Druckeinstellung nur mit eingelegtem Textil (ohne Transfer) vor und stelle sicher, dass die Druckfläche eben ist. 

	 Bei ungleichmäßigem Druck durch Nähte, Reißverschlüsse, etc., hilft die Nutzung eines Andruckkissen oder einer Austauschbodenplatte. 
 Platziere dein Transfer mit dem Träger nach oben auf dem Textil & decke es mit einem Abdeckbogen ab. 
 Drucke das Motiv laut Andruckparametern an. Danach ziehe die Trägerfolie wie angegeben ab.

Bitte bestelle zu diesen Transfers zusätzlich unseren Sublimationsblocker, sobald du sublimationsgefärbte Polyestertextilien 
bedrucken möchtest, um ein Durchfärben der Sublimationsfarbe auf dein Transfer zu verhindern.
Im Zweifel führe bitte einen Andrucktest durch, da wir ein 100 %iges Blocken der Sublimationsfarbe auf Grund der unterschiedlichen, 
am Markt erhältlichen Qualitäten leider nicht immer gewährleisten können.

Bei der Bedruckung von Nylontextilien führe bitte einen Andrucktest durch. Die Haltbarkeit der Transfers durch die Imprägnierungen 
dieser Textilien kann nicht garantiert werden.

Bitte beachten beim Bedrucken von sublimationsgefärbtem Polyester

Waschbarkeit

Baumwolle, 
nicht sublimationsgefärbtes Polyester
Baumwolle/Polyester-Mischungen Nylon- bzw. imprägniertem Gewebe

Sublimationsgefärbtes Polyester
(mit Subli-Blocker!)

Bis 60° C waschbar Bis 30° C waschbar Bis 40° C waschbar

Allgemeine Waschhinweise: 
Bitte auf die Waschbarkeit des Textils achten. Nicht für die chemische Reinigung & Trockner geeignet. Von links waschen & bügeln. 
Von Flüssigwaschmittel, Bleichmittel, Weichspüler und Waschpods raten wir dringend ab, aufgrund der aggressiven Inhaltsstoffe, die 
das Transfer angreifen. 

InkTra® | auf Folienträger

Baumwolle, 
nicht sublimationsgefärbtes Polyester
Baumwolle / Polyester-Mischungen Nylon- bzw. imprägniertem Gewebe

Sublimationsgefärbtes Polyester
(mit Subli-Blocker!)

Temperatur: 160° C Temperatur: 140° C Temperatur: 140° C

Zeit: 10 Sek. Zeit: 10 Sek. Zeit: 10 Sek.

Druck: Mittel 
(#4 – 6 bei Hotronix®)

Druck: Leicht 
(#1 – 3 bei Hotronix®)

Druck: Mittel  
(#4 – 6 bei Hotronix®)

Trägerfolie: Heiß abziehen Trägerfolie: Kalt abziehen Trägerfolie: Heiß abziehen



All Technical informations and recommendations are based on tests we believe to be reliable. However, we cannot guarantee
performance under conditions not under manufacturer’s control. July 2025

InkTra® Short delivery time.
Available from 10 pieces.

For most garments | With and without subli-blocker

General tips:

 Press your fabric for 3–5 seconds to get rid of any moisture and wrinkles.
 Only adjust the pressure setting with the fabric in place (without the transfer) and make sure the printing surface is flat. 

	 In case of uneven pressure due to seams, zippers, etc., use a pressure pad oran exchangeable lower plate. 
 Place your transfer with the carrier facing up on the textile and cover it with a cover sheet.
 Print the motif according to the printing parameters. Then peel off the carrier as indicated.

Polyester garments are often dyed with sublimation inks, we alsways recommend previous heat application and wash tests. At first 
washing the surplus ink might be bleeding. For such garments, we cannot guarantee colour fastness of the transfers. Please ad here a 
sublistop-colour when you order the prints for these textiles and make applikations test before printing.

A permanent adhesion cannot be gauranteed on Nylon textiles owing to varietey impregnation or chemically pre-treated fabrics. We 
always recommend previous heat application tests.

Please note when printing on sublimation-dyed polyester

Washability

Cotton, non-sublimation dyed polyester,
Cotton / polyester blends Nylon or waterproofed textiles

Sublimation dyed polyester
(with subli-blocker!)

Washable up to 60° C Washable up to 30° C Washable up to 40° C

General washing instructions:
Please check the washability of the fabric. Not suitable for dry cleaning or tumble drying. Wash and iron inside out. We strongly 
advise against using liquid detergents, bleach, fabric softeners, and laundry pods due to their aggressive ingredients, which can 
damage the transfer.

InkTra® | with foil carrier

Cotton, non-sublimation dyed polyester,
Cotton / polyester blends Nylon or waterproofed textiles

Sublimation dyed polyester
(with subli-blocker!)

Temperature: 160° C Temperature: 140° C Temperature: 140° C

Time: 10 sec. Time: 10 sec. Time: 10 sec.

Pressure: Medium 
(#4 – 6 with Hotronix®)

Pressure: Light 
(#1 – 3 with Hotronix®)

Pressure: Medium 
(#4 – 6 with Hotronix®)

Foil carrier: hot peel Foil carrier: cold peel Foil carrier: hot peel

Important: Before applying the transfes, please ensure that they correspond to the color, size, spelling, and design you ordered. We do 
	 not refund finished textiles.


